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June 16, 2022 

Technical Bulletin TB-2022-04 
I. New ARCA Accepted Soprema Glass Mat Reinforced Felts. 

 
On June 8th, 2022 ARCA Warranty Ltd. approved the following Soprema Glass Mat Felts for use in 
Built-Up Roofing (BUR) membranes in the ARCA Warranty Certificate program.  
 

ARCA 5 and 10 year Warranty Certificate  
Soprema SOPRA IV  
Soprema SOPRA VI 

 
Changes will be referenced in the ARCA Roofing Application Standards Manual, ARCA Accepted 
Products Listing and ARCA Project Information Forms (PIF). 

II. New ARCA Accepted Soprema Insulation. 
 

On June 8th, 2022 ARCA Warranty Ltd. approved the following Soprema insulations for use in the 
ARCA Warranty Certificate program. 
 
 High-Density Polyisocyanurate Coverboard 
 Soprema SOPRA-ISO PLUS HD (1/2” thickness) 
 Extruded Polystyrene (XPS) Insulation 
 Soprema SOPRA-XPS 35 
 Soprema SOPRA-XPS 35 DC 
 Soprema SOPRA-XPS 40 PL 
 Soprema SOPRA-XPS 60 PL 
 Soprema SOPRA-XPS 100 
 
Changes will be referenced in the ARCA Roofing Application Standards Manual, ARCA Accepted 
Products Listing and ARCA Project Information Forms (PIF). 

III. New ARCA Accepted Soprema Polyvinyl Chloride (PVC) membranes. 
 

ARCA Warranty Ltd. approved the following Soprema polyvinyl chloride (PVC) single ply 
membranes for use in the ARCA Warranty Certificate program.  
 

ARCA 5 and 10 year Warranty Certificate  
Soprema Sentinel P150 PVC (60 mil) 
ARCA 5, 10 and 15 year Warranty Certificate 
Soprema Sentinel P200 PVC (80 mil) 

Changes will be referenced in the ARCA Roofing Application Standards Manual, ARCA Accepted 
Products Listing and ARCA Project Information Forms (PIF). 

http://www.arcaonline.ca/
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IV. Auxiliary Leveling Surface Clarification. 
 

ARCA Warranty Ltd. does not indicate specific accepted products used as auxiliary leveling surfaces 
within ARCA warranted assemblies by their tradename.  Materials that are accepted for use as 
auxiliary leveling surface are required to meet certain ASTM standards. 
 
Technical Bulletin TB-2017-03 included a revision to the auxiliary leveling surface standard to 
include gypsum board as an acceptable auxiliary leveling surface.  The labeling of the ASTM 
standard has caused confusion and will be corrected. 
 
The following standards will be revised: 

• MB 3.2.1.2 
• EPDM 3.2.1.2 
• TP 3.2.1.2 

 
Old Standard: 
ARCA accepted auxiliary leveling surfaces may be comprised of a minimum 9.5mm (3/8") thick Fibre 
Reinforced Gypsum Panel (ASTM 1278), 12.7mm (1/2") thick Glass Mat Gypsum Substrate (ASTM 
1177), 12.7mm (1/2") thick Glass Mat Gypsum Substrate (ASTM C1396),  12.7mm (1/2”) Fiber-Mat 
Reinforced Cementitious Board (ASTM 1325), 12.7mm (1/2") thick plywood, or 12.7mm (1/2") thick 
O.S.B. when not used as a thermal barrier. 
 
New Standard: 
ARCA accepted auxiliary leveling surfaces may be comprised of a minimum 9.5mm (3/8") thick Fibre 
Reinforced Gypsum Panel (ASTM 1278), 12.7mm (1/2") thick Glass Mat Gypsum Substrate (ASTM 
1177), 12.7mm (1/2") thick Gypsum Board (ASTM C1396),  12.7mm (1/2”) Fiber-Mat Reinforced 
Cementitious Board (ASTM 1325), 12.7mm (1/2") thick plywood, or 12.7mm (1/2") thick O.S.B. when 
not used as a thermal barrier. 

 
Changes will be referenced in the ARCA Roofing Application Standards Manual.  

http://www.arcaonline.ca/
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