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December 14, 2022 
 

Technical Bulletin TB-2022-07 
I. ARCA Alternate Drain Detail - Revision.  

 
On November 30, 2022 ARCA Warranty Ltd. approved a revision to the ARCA Alternate Drain Detail.   
 

REVISED STANDARDS 
 
MB 7.3.7.1.3.  
The membrane base sheet extend up to the primed drain flange and terminated at the exterior face 
of the drain hopper. 
 
MB 7.3.8.5.  
A ply of polyester reinforced 180 g thermally fused S.B.S. membrane base sheet shall terminate at 
the exterior face of the drainage flange clamping ring. The primed drain flashing flange shall be 
completely covered with the base flashing reinforcing ply and shall be positioned at a 45º degree 
angle to the membrane base sheet laps and terminate at the inside edge of the drain opening. 
 
MB 7.3.8.6.  
The membrane cap sheet shall be thermal fused to cover the membrane flashing and terminate at 
the inside edge of the drain opening. 

 
These changes will be in effect for jobs bid after January 30, 2023.  Changes will be referenced in the 
ARCA Roofing Application Standards Manual. 
 

II. TPO Coverboard Requirement 
 
On November 30, 2022 ARCA Warranty Ltd. approved a revised standard to require a high-density 
coverboard on conventionally insulated thermoplastic membranes of 60 mil thick or less that are 
mechanically fastened or fully adhered. 

 
REVISED STANDARD 

 
TP 6.1.2 (revised) 
Mechanically fastened and fully adhered thermoplastic membranes of 60 mil thick or less shall be 
applied over a high-density cover board in a conventional insulated roof system. (See TP 5.4.4 High 
Density Coverboard). 

 
These changes will be in effect for jobs bid after January 30, 2023.  Changes will be referenced in the 
ARCA Roofing Application Standards Manual. 

http://www.arcaonline.ca/


 

ARCA Technical Bulletin TB-2022-07 
December 14, 2022 

2380 Pegasus Road NE,  
Calgary, Alberta T2E 8G8    

Telephone: (403) 250 – 7055 
Toll Free: 1-800-382-8515 

Fax: (403) 250-1702 
www.arcaonline.ca 

2 

 
III. New Approved PMMA Liquid Membrane. 
 
On November 30, 2022 ARCA Warranty Ltd. approved the IKO Metatech (Field and Flashing) two-
component PMMA liquid membrane as an ARCA Accepted Liquid Applied Membrane Flashings for use in 
5, 10 and 15 year ARCA warranty projects. 
 
Changes will be referenced in the ARCA Roofing Application Standards Manual. 

IV. New Approved Cold Applied Membrane. 
 
On November 30, 2022 ARCA Warranty Ltd. approved the Soprema Colply Traffic Cap Flex membrane 
applied with Soprema ColPly EF Adhesive as an ARCA Accepted Modified Bituminous Membrane for use 
as a field and membrane flashing material in 5 and 10 year ARCA warranty projects. 
 
Changes will be referenced in the ARCA Roofing Application Standards Manual. 
 
V. New Manufacturer and Accepted Products. 

 
On November 30, 2022 ARCA approved Siplast as a Manufacturing Member, and ARCA Warranty Ltd. 
approved the following materials for use in 5, 10 and 15 year ARCA warranty projects. 
 

Modified Bituminous Membranes – Base Sheet 
Siplast Paradiene 20 
Siplast Paradiene 20 TG 
Siplast Paradiene 20 EG TG 
Siplast Paradiene 20 HT TG 
 
Modified Bituminous Membranes – Cap Sheet 
Siplast Paradiene 30 FR TG 
Siplast Paradiene 30 HT FR TG 
Siplast Parafor 30 TG 
Siplast Parafor 50 TG 
 
Insulation 
Siplast Paratherm polyisocyanurate insulation 
Siplast Paratherm CG polyisocyanurate insulation 
 
Adhesives 
Siplast Para-Stik insulation adhesive 

 
Changes will be referenced in the ARCA Roofing Application Standards Manual. 
 

http://www.arcaonline.ca/
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MB Base Sheet Membrane

MB Cap Sheet Membrane

762mm square SBS
Polyester reinforcement
ply

MB Cap Sheet and
MB Polyester Reinforcement
Sheet trimmed to INSIDE
edge of Drain Bowl

MB Polyester Reinforcement
Sheet centered over drain

with compatible Elastomeric
Mastic

Top Hopper Flange
of the Roof Drain

shall be 12.7mm BELOW
the Surface of the

Primary Membrane

Drain Sump

ARCA Alternate
Roof Drain Detail

MB Base Sheet and
trimmed to OUTSIDE
edge of Drain Bowl
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